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ABSTRACT 


The Joint Tactical Information Distribution System (JTIDS) is a_ hybrid 
frequency-hopped, direct sequence spectrum system that utilizes a (31,15) Reed-Solomon 
(RS) code and cyclical code-shift keying modulation for the data packets, where each 
encoded symbol consists of five bits. The primary drawback to JTIDS is the limited data 
rate. In this thesis, an alternative waveform consistent with the existing JTIDS channel 
waveform but with a two-fold increase in data rate is analyzed. The system to be 
considered uses (31,15) RS encoding as in the original JTIDS, but each pair of five-bit 
symbols at the output of the Reed-Solomon encoder undergo serial-to-parallel conversion 
to two five-bit symbols, which are then independently transmitted on the in-phase and 
quadrature components of the carrier using 32-ary biorthogonal keying with a diversity of 
two. The performance obtained with the alternative waveform is compared with that 
obtained for the existing JTIDS waveform for the relatively benign case where additive 
white Gaussian noise is the only noise present as well as when pulse-noise interference 
(PNI) is present. Errors-and-erasures decoding as well as errors-only decoding is 
considered. 

Based on the analyses, we see that the proposed alternative JITDS/Link-16 
waveform performs better in AWGN as well as when PNI is present. No significant 
advantage is obtained using EED for the alternative waveform. There is a significant 


improvement in performance when perfect-side information is assumed. 
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EXECUTIVE SUMMARY 


Digital datalinks are the technology at the heart of modern wireless networks and 
are also the technological basis of systems supporting Network Centric Warfare and 
Network Enabled Operations. The ability to provide real time tactical data updates to all 
members of a network is crucial to achieving information supremacy and situational 


awareness in today’s complex war threater. 


The Joint Tactical Information Distribution System (JTIDS)/Link-16 is an 
advanced tactical datalink that is used by a number of different countries. It provides both 
voice and data communications for command and control, navigation, relative 
positioning, and identification. JTIDS/Link-16 is a time-division, multiple access 


communication system operating at L-band frequencies. 


Many techniques are used in JTIDS. These include the use of Reed Solomon 
encoding for error detection and correction, frequency hopping and direct sequence 
spread spectrum techniques that makes JTIDS more resistant to jamming, and data 
encryption to make it a secure data network. Only a small fraction of the available radio 
bandwidth in the L band is used at any one time as a result of frequency hopping. In 
direct-sequence spread spectrum, each digital symbol is represented by a pseudo-random 
sequence for transmission. This reduces the amount of achievable data throughput per 
radio bandwidth in proportion to the length of the pseudo-random spreading code. Thus, 
while both frequency hopping and direct sequence spread spectrum provide JTIDS with 
jam-resistance, the effective data throughput is reduced. As a digital system for both data 
and voice, JTIDS needs to handle large amounts of data - far more than the 
communication systems now used for similar purposes. 

Throughput is one of the basic measures of performance for any datalink or 
digital communications system and is linked to the type of modulation used. JTIDS uses 
cyclic code-shift keying (CCSK) and minimum-shift keying (MSK), which is a type of 
continuous phase-shift modulation (CPSM), to modulate the digital data. The data are 


first encoded using a (31,15) Reed Solomon code. These coded symbols are interleaved 


xi 


and modulated using a set of CCSK code symbols to produce 32-chip sequences. The 
chips are transmitted using MSK. The primary drawback to JTIDS is a large overhead 


which results in a limited data rate. 


In this thesis, an alternative waveform that is consistent with the existing JTIDS 
channel waveform but with a two-fold increase in data rate is analyzed. The system to be 
considered uses (31,15) Reed Solomon encoding as in the original JTIDS, but each pair 
of the five-bit symbols at the output of the Reed Solomon encoder undergo a serial-to- 
parallel conversion to two five-bit symbols. They are then independently transmitted on 
the in-phase and quadrature components of the carrier using 32-ary bi-orthogonal keying 
(32-BOK) with a diversity of two. As a result, this system supports a data rate of twice 
that of the existing JTIDS waveform and is consistent with the direct sequence waveform 
generated by JTIDS. The performance obtained with alternative waveform is compared 
with that obtained with the existing JTIDS waveform for the relatively benign case where 
AWGN is the only noise present as well as when pulse-noise interference (PNI) is 


present. Errors and erasure decoding as well as errors-only decoding is considered. 


Based on the results of this thesis, the proposed alternative JITDS/Link-16 
waveform has better performance than the existing JTIDS/Link-16 waveform in AWGN 
as well as when pulse-noise interference (PNI) is present. There is no significant 
advantage in using EED for the alternative waveform either in only AWGN or with both 
AWGN and PNI. There is a significant improvement in performance when PNI is present 


and perfect-side information is assumed. 
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I. INTRODUCTION 


A. OVERVIEW 


Digital datalinks are the technology at the heart of modern wireless networks and 
are also the technological basis of systems supporting Network Centric Warfare and 
Network Enabled Operations. The ability to provide real time tactical data updates to all 
members of a network is crucial to achieving information supremacy and situational 


awareness in today’s complex war threater. 


The Joint Tactical Information Distribution System (JTIDS)/Link-16 is one of the 
most advanced tactical datalinks that is in use in today’s armed forces. It provides both 
voice and data communications for command and control, navigation, relative 
positioning, and identification. JTIDS/Link-16 is a time-division, multiple access 


communication system operating at L-band frequencies [1]. 


JTIDS/Link-16 uses (31,15) Reed-Solomon (RS) encoding and cyclic code shift 
keying (CCSK) modulation for data packets, where each encoded symbol consists of five 
bits and is spread into 32 chips per symbol for transmission using minimum-shift keying 
(MSK) modulation. The primary drawback to JTIDS/Link-16 is the limited data rate that 


can be achieved. 


B. THESIS OBJECTIVE 


Numerous studies of ways to increase the data rate of the JTIDS/Link-16 
throughput have been made. One example is Link-16 Enhanced Throughput (LET), 
which works by replacing the spread spectrum and RS encoding of the original JTIDS 
waveform with a RS/convolutional coding scheme which can adapt to required link 
capability [2] [3]. However, this increase in data rate is at the expense of both jamming 
resistance and transmission range. Thus, LET may not prove practical for combat 
scenarios. Other papers [4], [5], [6] related to JTIDS include comparison of a CCSK 


waveform with an orthogonal waveform [4] and an analysis of different error-control 


1 


coding techniques for high-rate direct sequence spread spectrum [5]. In [6], the authors 
derive an analytical approximation for the probability of symbol error for a CCSK 
waveform with RS coding. In [7], this approximation is shown to be optimistic by about 
2 dB. To the best of the author’s knowledge, the analysis of a JTIDS/Link-16 compatible 
waveform obtained by replacing CCSK with M-ary bi-orthogonal keying (MBOK) and 
taking into account pulse-noise interference has not been previously investigated. The 
objective of this thesis is to investigate an alternative physical layer channel waveform 
that is compatible with the existing JTIDS channel waveform but with the potential to 
increase the data rate by a factor of two as well as reduce the required signal-to-noise 


ratio. 


The alternative JTIDS/Link-16 waveform investigated utilizes a complex MBOK 
waveform with (n,k) RS coding. MBOK can be thought of as a hybrid of M-ary 
orthogonal modulation and binary phase-shift keying (BPSK). The data first undergoes 
forward error coding (FEC) using RS coding, and the coded data undergoes serial-to- 
parallel conversion to two five-bit symbols which are independently modulated with 
MBOK on the in-phase (I) and quadrature (Q) components of the carrier. To be consistent 
with JTIDS/Link-16 waveform, we use 32-BOK and a (31,15) RS code. The proposed 
waveform provides a two-fold increase in the data rate with the same spectral efficiency 
as the JTIDS/Link-16 waveform. The performance of the proposed alternative 
JTIDS/Link-16 waveform is compared to the results of the existing JITIDS/Link-16 
waveform in [7] both when AWGN is the only noise present as well as with PNI. The 
performance of the alternative waveform for both single as well as dual diversity is 


examined. 


C. THESIS OUTLINE 


The introduction to the thesis was presented in this chapter. The alternative 
waveform is discussed in Chapter I]. The performance analysis of the alternative 
waveform with RS coding and no diversity is presented in Chapter III. The performance 


analysis of the alternative waveform with RS coding and a diversity of two is discussed 


2 


in Chapter IV, and the performance of the alternative JTIDS/Link-16 waveform and that 
of the JTIDS/Link-16 waveform with no diversity as well as with a diversity of two, for 
both an AWGN and a PNI environment, are compared in Chapter V. The thesis 


conclusions based on the results obtained are presented in Chapter VI. 
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I. BACKGROUND 


In this chapter, we introduce some of the background knowledge and concepts 
required for our subsequent analysis of the alternative JTIDS/Link-16 waveform 


considered in this thesis. 


A. M-ARY BIORTHOGONAL SIGNALS 


A set of M biorthogonal signals can be constructed from M/2 orthogonal signals 
by including the negatives of each of the orthogonal signals. Thus, a biorthogonal set is 
really two sets of orthogonal codes such that each symbol in one set has its antipodal 
symbol in the other set. One advantage of biorthogonal modulation over orthogonal 
modulation for the same data is that biorthogonal modulation requires one-half as many 
chips per symbol. Thus, the bandwidth requirement for biorthogonal modulation is one- 
half of that required for comparable orthogonal modulation. Since antipodal signal 
vectors have better distance properties than orthogonal ones, biorthogonal modulation 


performs slightly better than orthogonal modulation [8]. 


The channel waveform for complex MBOK can be represented by 


s(t) =+A.c,(t)cos(2nf,t+0)-(+) A.c, (t)sin (2nf,t+ 0) (2.1) 


which is transmitted for T, = 2kT, seconds , 2k is the number of bits in each symbol, and 
c,(t) represents a waveform of 2‘" pulses of duration T, =7,/2‘", where i or j may or 
may not be different depending on the data bits. Clearly, complex 2“-BOK is equivalent 
to transmitting 2‘- BOK independently on both the I and Q components of the carrier, so 


complex 2‘-BOK is actually a 2*‘-ary modulation technique. 


A block diagram of a M-ary biorthogonal receiver is shown in Figure 1. 
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Figure 1. Block diagram of a M-ary biorthogonal receiver. 


The conditional probability density function for the random _ variables 
X,, where m=1,2,...,M/2, that represents the integrator outputs when the noise can be 


considered Gaussian noise are 


1 -(x,-v24,) 








Fe, (es | m) = Wine sa for ms< M /2 ‘ (2.2) 
TO 
1 ~(x, +24.) 
fe. (Xm) a) for M/2+1<m<M, (2.3) 
7 TO oO 
and 

Ty (ee |n, n# m) = : exp =a (2.4) 

: 210 IG 


where o° =N,/T.. 


B. PERFORMANCE OF M-BOK IN AWGN 


When AWGN is present with power spectral density N,/2, the probability of 
channel symbol error for MBOK in AWGN is [9] 








M 
cae 
1 [nw Eee | 
p, =1- aoa } e° [ —20(u+ : ) du (2.5) 
20 _ pe TN, No 


where E, is the average energy per channel symbol, which is equal to A,’T,, where A,” is 


the average received signal power, 7, is the symbol duration, and Q(e) is the Q-function. 


Equation (2.5) will be used for deriving the probability of symbol and bit error for the 
alternative JTIDS/Link-16 system in the next chapter. 


C. PERFORMANCE IN AWGN WITH PULSED-NOISE INTERFERENCE 


For military applications, it is imperative that we also consider the performance of 
the system when subjected to PNI. In this thesis, we consider the performance of the 


alternative JTIDS/Link-16 system in AWGN as well as PNI. 


When a channel is affected by AWGN, the noise signal that arrives at the receiver 
is assumed to be uniformly spread across the spectrum and time-independent. When there 
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is PNI in the channel, the preceding assumptions may not be valid. The total noise power 
at the receiver integrator outputs when both AWGN and PNI are present is given by 


OC, =O +0; (2.6) 


where o> =N,/T, and of =N,/pT,, and pis the fraction of time that a narrowband 
Gaussian noise interferer is switched on. In the event p=1 the PNI is barrage noise 


interference since it is on continuously. 


Consequently, the probability of symbol error when a signal experiences PNI can 


be expressed as 


P. = Pr(Interferer is OFF) p,(AWGN) 


Dif 
+ Pr(Interferer is ON) p, (AWGN+PNI) e2) 


P. =(1—p) p,(AWGN) +p p,(AWGN+PNI) (2.8) 


where p,(x) represent the probability of symbol error for condition x. The equations 


assume that a symbol is either completely free of interference or is interfered with for an 


entire symbol. 


D. PERFORMANCE WITH DIVERSITY 


JTIDS/Link-16 employs several techniques to increase immunity to an 
adversary’s interference. One of the techniques used is diversity. While there are many 
ways in which diversity can be implemented, in JTIDS/Link-16, this is implemented as a 
simple repetition code, referred to as either the single pulse (no diversity) or the standard 
double pulse (STDP) structure (sequential diversity of two). For the STDP, the 
transmitter transmits the same symbol twice at different carrier frequencies, thus 
providing redundancy at the receiver. In order for diversity to be effective, each 
redundant symbol must be received independently [10]. There are four basic JTIDS 
message formats used, of which the STDP message provides the best jam-resistance 


capability. STDP are transmitted twice at different carrier frequencies not only to achieve 
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redundancy for improved interference resistance but also to compensate for propagation 


problems or antenna coverage limitations in maneuvering platforms [2]. 


When diversity of order L is employed and each diversity signal is received 
independently, the probability that iof L diversity receptions are affected by PNI, where 
p represents the fraction of time the channel is affected by PNI, is represented as [11] 


Ey 
Pr(i of L pulses jammed) -( Jp (l—p)"* (2.9) 


i 


where there are : different ways in which iof Ldiversity receptions can be received 
l 


in error. 
Consequently, the probability of symbol error for a system with diversity Lin the 


presence of PNI is 


Ss 


L 
P =>" [Pr(i of L signals jammed) p, (i)| (2.10) 
i=0 


which is given explicitly by 

L L - 

n=¥ [7 }o(0-0F mG) (2.11) 
i=0 


L 


where p, (i) is the conditional probability of symbol error given i of L diversity 


receptions are affected by the PNI. 


E. FORWARD ERROR CORRECTION CODING 


In a binary system that utilizes block FEC coding, n coded bits are transmitted in 
the time it otherwise takes to transmit k information bits. At the receiver, the decoder is 


able to correct up to ¢ bits errors in every block of n coded bits. 


For JTIDS/Link-16, the FEC used is (31,15) RS coding, a linear, non-binary code. 
To maintain consistency with the JTIDS/Link-16 waveform, the alternative JTIDS/Link- 


16 waveform also employs (31,15) RS coding for error detection and correction. RS 


codes are non-binary Bose-Chaudhuri-Hocquenghem (BCH) codes. For non-binary 
codes, m bits at a time are combined to form a symbol, an (n, k) RS encoder takes k 
information symbols (mk information bits) and generates n coded symbols (mn coded 
bits). 

For (n, k) RS coding, the probability of decoder error, or block error, is upper 
bounded by the sum of the probabilities that a received code word differs from the correct 


code word by i symbols for all i >t [12]. Therefore, 


n(n). ee 
ie ie (1- P,) (2.12) 
or 
_(n ae 
P, <1- e (1- p,) (2.13) 


where the inequality holds for either a perfect code or a bounded distance decoder, t 


is the symbol-error correcting capability of the code, and p, is the channel symbol error 
probability. 


Assuming that the probability of information symbol error given j code symbol 


errors is approximately j/n, we obtain the probability of information symbol error as 
Iw (n). ay 
p=1S | |n/(\-p,) : (2.14) 


For as (n,k) RS code, we can also express (2.14) as 


1 23 (2-1) uy 
Pxr——_Y jl“ | |pi(-p, (2.15) 
= =¥ ; = 


where m represents the number of bits per symbol. 


We can approximate the probability of bit error by taking the average of the upper 
and lower bound on the probability of bit error given that a symbol error has occurred to 


obtain 
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PsP (2.16) 


Either equation (2.14) or (2.15) can be used with (2.16) to obtain the probability 
of symbol error for the alternative JTIDS/Link-16 waveform. 


F. ERRORS-AND-ERASURES DECODING 


Error-and-erasures (EED) is one of the simplest forms of soft decision decoding. 
The implementation of EED is such that, for symbols that are received ambiguously, an 
erasure is declared. Thus, the number of possible outputs is the number of symbols plus 
an erasure. For example, in binary erasure decoding, the output of the demodulator is not 
binary but ternary. The three possible outputs are bit 1, 0 and erasure (e ). Suppose that a 
received code word has a single erased bit. Now all valid code words are separated by a 


Hamming distance of at least d,,,,—1, where d,;, is the minimum Hamming distance of 


the code. In general, given i erasures in a received code word, all valid code words are 
separated by a Hamming distance of at least d_,,,—e. Hence, the effective free distance 
between valid code words is 


a ee (2.17) 


Therefore, the number of errors j in the non-erased bits of the code word that can 


be corrected is given by 


, = dyin -€-1] (2.18) 


where | x | implies rounding x down. Thus, a combination of f, errors and e erasures 


can be corrected as long as 


2t,te<d (2.19) 


min 
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Hence, twice as many erasures as errors can be corrected. Intuitively, this makes sense 
because we have more information about the erasures; the locations of erasures are 


known, but the locations of errors are not. 


For error-and-erasures decoding, the probability that there are a total of i errors 


and j erasures ina block of n symbols is given by 


Pee n\(n-1 ij on-i-j 
Pai d=(']| j Jost : (2.20) 


where each symbol is assumed to be received independently, p, is the probability of 
channel symbol erasure, p, is the probability of channel symbol error, and p, is the 


probability of correct channel symbol detection. The probability of channel error can be 


obtained from 


joa ey eae oe (2.21) 


Since a block error does not occur as long as d,;, > 2i+ j, then the probability of correct 


block decoding is given by 


t n Pi al n-I es acieet 
Ee, (Fo 2, 7 Jo (2.22) 


This gives the probability of block error as 
P, =1-P, (2.23) 


t(n | Appig 1-21 n-I wee 
=1-¥ (5 J > Je ‘ (2.24) 


which is 
7-0 J 


Using (2.24), we can approximate the probability of symbol error by taking the 
average of the upper and lower bound on the probability of symbol error given that a 
block error has occurred to obtain 


Px = P. (2.25) 
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Similarly, we can approximate the probability of bit error by taking the average of 
the upper and lower bound on the probability of bit error given that a symbol error has 


occurred, previously given by (2.16). 


G. PERFECT-SIDE INFORMATION 


For a system with a diversity of i, where the diversity receptions are received 
independently, perfect-side information (PSI) modulation can be considered. In the case 
of the double-pulse structure, when both received symbols in the repetitive pulses are not 
affected by PNI, they are combined and demodulated. If either of the diversity receptions 
suffers from PNI, the receiver discards the PNI-affected symbol and makes its decision 
based on a single-pulse with AWGN. When both diversity receptions are affected by 
PNI, the receiver recovers the signal in the normal fashion. PSI requires at least a 
diversity of two and can improve the performance of the system in an pulse-noise 


environment where p <1. 


H. CHAPTER SUMMARY 


In this chapter, we introduced biorthogonal signals and addressed the background 
and concepts necessary to examine the performance of an alternative JTIDS/Link-16 
waveform which consists of complex 32-BOK with (31,15) RS coding. The concept of 
diversity, EED as well as the concept of PSI was introduced. In the next chapter, we 
examine the performance of an alternative JTIDS waveform that utilizes (31,15) RS 
coding with MBOK modulation transmitted over both a channel with only AWGN as 
well as channel with both AWGN and PNI. The single-pulse structure (no diversity) is 


considered in the next chapter. 
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HI. PERFORMANCE OF ALTERNATIVE JTIDS/LINK-16 
WAVEFORM IN SINGLE-PULSE STRUCTURE 


In this chapter, we investigate the performance of an alternative JTIDS/Link-16 


waveform by analyzing the probability of bit error vs. E,/N for AWGN as well as 


AWGN plus PNI. The performance using EED is also to be analyzed. The analyses for 


this chapter consider only the case of no diversity. 


A. PERFORMANCE OF 32-BOK WITH (31,15) RS CODING IN AWGN 


The probability of symbol error for M-BOK is given in (2.5). For the alternative 
JTIDS system that uses (31,15) RS coding, the probability of channel symbol error for is 


pale se #1. 20(u ges =| du (3.1) 


Expressed in terms of bit energy E,, we have 


1 t ae 2rmE, a‘: 
p, =1-—= 11-2 eae 
7 em, O(u+ i of du (3.2) 


pl i ef fi- 20(u+ f2mn) |? du (3.3) 


where mis the number of bits per symbol, r=k/n and y, =E,/N,. 


Substituting (3.3) into (2.14), we obtain the probability of symbol error for 
MBOK with RS decoding in the presence of AWGN as 


Pat ae "| po (isp) (3.4) 


Using (3.4) and (2.16), we obtain an approximation for the probability of bit error. 


Using (3.3), (3.4) and (2.16), we plot the results for the probability of bit error of 


the alternative JTIDS/Link-16 waveform in Figure 2 where r=15/31 and m=5. For 
1S 


purposes of comparison, both uncoded and coded performance is plotted. The uncoded 


performance is plotted using (2.5) where E, = mE,,. 


We see that at P =10°, the coded waveform requires E, /N, =4.7 dB, while the 
uncoded waveform requires E,/N,= 6.7 dB. Hence, there is a coding gain of 2 dB at 


P=10": 
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Figure 2. Performance of the coded and uncoded alternative JTIDS/Link-16 waveform. 


B. PERFORMANCE IN AWGN AND PULSE-NOISE INTERFERENCE 


When the channel also has PNI, (2.6), (2.8) and (3.2) can be used to obtain the 
probability of channel symbol error with AWGN and PNI as either 
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1 * au 
= *\1-20(u+ 
_ i V2n he : v 
= = (3.5) 
1 f a 
+(1-p)} 1-— e? 1-204 - 
or 

p,=p|1-— [ef ]1-20@+ du 
. V2n 2rm 

wr eiee (3.6) 

L PY: Yb 4a) 
P(e | e* [1-20(+ [army ae 
N2n fas 
where y, = E,/N,. Defining C=li(y," +(py,) | , we obtain from (3.6) 
eh eee f ef [120+ frm) ]? du 
V2n_ 2rmG 
(3.7) 
eS 2 M_ 
(=p) 122 { ef [1-20@+J2rmy,)]? du 
2 — rm, 


The probability of information channel symbol error and bit error for both AWGN 
and PNI are obtained from (3.7), (3.4) and (2.16). Results are shown in Figure 3 for 
E,/N,=9 dB and p=1, and Figure 4 forE,/N, =9 dB and p=0.2 for both a coded 


and an uncoded waveform. In Figure 3, at P, =10°, the required E,/N, =6.8 dB for the 
coded waveform, and for the uncoded waveform, the required E, /N, =10.8 dB. There is 


a coding gain of 4 dB. Similarly from Figure 4, for P,=10~°, for the coded case, we 
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required E,/N, =9.4 dB, and E,/N, =16.2 dB for the uncoded case. There is a coding 


gain of 6.8 dB. From the above, we see that coding gives better performance than the 


uncoded waveform. Also, we observe that, while the absolute performance of the coded 


waveform is better when p=1 in comparison to that of the coded waveform when 


p=0.2, there is a larger coding gain between the coded and uncoded waveform for 


p=0.2. 


Figure 3. 





coded 
uncoded 




















10 12 
E,,/ N, (dB) 


Performance of the coded and uncoded alternative JTIDS/Link-16 waveform 
for p=1 and E,/N, =9 dB. 
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Figure 4.__ Performance of the coded and uncoded alternative JTIDS/Link-16 waveform 
for p=0.2 and E,/N, =9 (dB). 


The performance of 32-BOK with (31,15) RS coding in PNI for different values 
of p with E,/N,=6 dB is shown in Figure 5. Taking P,=10~as a reference, we 
compare the required E,/N, for different values of p. We see that when p=1, which 
corresponds to barrage noise interference, the performance is better (E,/N, ~11 dB) as 
compared to p=0.2 and p=0.1 (E,/N, +12 dB). The difference in performance 
between p=0.2 and p=0.1 is relatively small. From the figure, we see that between 
p =1 and p=0.2, the transition point for which p =1 provides better performance occurs 
at P, =10° where E,/N, =7.8 dB. Note that the degradation due to PNI is only about 1 


dB at P =10°. 
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Figure 5. Performance of 32-BOK with (31,15) RS coding in PNI with E, /N, =6 dB 
for different values of p. 


The performance of 32-BOK with (31,15) RS coding in PNI for different values 
of p with E,/N, =9 dB is plotted in Figure 6. As expected, when E, / N, increases, we 


see an improvement in overall performance; smaller values of E,/N, are required for the 
same P,. In this case, when P=10°, E,/N,=6.8dB is required for p=1 and 
E,/N, =9.4 dB is required for p=0.2. This compares with E,/N, =11 dB for p=1 
and E,/N,=12 dB for p=0.2 at P =10° when E,/N,=6dB (Figure 5). This 
corresponds to a degradation of 2.6 dB (E, / N, =9 dB) and 1 dB (E, /N, =6 dB) due to 
PNI. Thus, while the absolute performance due to PNI improves as E,/N, increases, 


relative degradation also increases. 
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Figure 6. Performance of 32-BOK with (31,15) RS coding in PNI with E, / N, =9 dB 
for different values of p. 


c. PERFORMANCE WITH ERRORS-AND-ERASURES DECODING IN 
AWGN 


At the MBOK demodulator, the receiver has to decide which of the M symbols 
was received or decide that it cannot make a decision with sufficient confidence. If the 
output of each integrator, V, > X, >—-V,, i=1,2,...,M/2, then the receiver cannot decide 
with sufficient confidence, and the symbol is erased. 

Without loss of generality, we assume that the original signal representing symbol 
‘1’ is transmitted. With errors-and-erasures, if symbol ‘1’ is transmitted, then the 
probability of channel symbol erasure p, and probability of correct symbol detection p, 


are [9] 
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p, =Pr(V, > X,>-V, NV, > X, >—-Vpl)... Vp > Xu > Ve |D (3.8) 


and 
p, = Pr(X, > V,M| X, |X, || X, Pl Xs 1A X, be] X40 ID, (3.9) 


respectively. 

The probability of channel symbol error can be obtained by substituting (3.8) and (3.9) 
into (2.21). 

From (3.8), when the output of each integrator V, >X,>-V,, i =1, 2, ..., M/2, the 


receiver cannot decide with sufficient confidence, and the symbol is erased. Hence the 


probability of symbol erasure is given by 


Vp Vp Vp Vp 
p.= ie IS ie “ le Ces Gwe Deeded (3.10) 
where fy y,x,,, (%iX20+Xu/2|1) represents the joint probability density function of the 


random variables that model the detector outputs. Since the random variables that model 


the detector outputs are independent, (3.10) can be written as 


Vp Vp 
Pez Wb. x, (a [I)dx J) Fx, (X, |1) dx, 


: y (3.11) 
x [es Fx, (xX, [I)dx,...J | Pitas (Xs | 1) Ax; 
. Vr Vp Vr 
Since Ie EM Ogui es =( pecan yee =.=] 7 Fe ape) thes: 
(3.11) simplifies to 
Vp Vv; M/2-1 
p=[[ te (ita |] Pte, Oe Wars (3.12) 


Substituting (2.2), (2.3), and (2.4) into (3.12), we obtain 


V1 -(x = V2A, 


2 
Yr 210 20 








* 1 2 M/2-1 
dx, af ox) * Jas (3.13) 


210 20° 
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which can be evaluated to obtain 


M/2-1 
P. -[1-o[ 422A) of e=PA IT -20(%] (3.14) 
Alternatively, (3.14) can be written as 


P= o( 24%) : ofA) [ ~20 (4) (3.15) 


Defining V, =aV2A, where 0<a<1 and 0” =N,,/T., we get 


- -|o(74 it) of 4 = |: 2o( 224) a 


M 
an 
2E 2E 2E, \\° 
= 1- S |- 1+ * |) 1-2Q] a S 317 
From (3.17), the probability of channel erasure with (n, k) RS coding with code rate r is 


r.-|o[(-a 7B.) of (vv) ]]-20f« 7 Tr (3.18) 


In terms of E, / N,,, (3.18) can be expressed as 


r.-[ofe o) Pee ofr Zenbs || 1-20 ze (3.19) 


Next, we derive an expression for the probability of correct symbol detection 


from (3.9). From (3.9), we have 


Ds= ial feel: ego el tee at, [dre dy. [dy (3.20) 





Hence, 























and 
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Pe= |) fy, (%11) 
i. , ; (3.21) 
“lis fe (%.Ndo] fe, (5 Dd] frags Carr dt Jd 


which simplifies to 


Pe = ip try, (x11) ie Fr, (x, ax.) a (3.22) 


Substituting (2.2), (2.3) and (2.4) into (3.22), we get 


2 
cl 1 -(x, -V2A, xX 1 —x 2 a 
p.= ie sas OP | exp BaF dx, dx, (3.23) 


2 
20 “1 20 





which can be partially evaluated to obtain 


2 
4 -(x,-v24,) 5 M/2-1 
Pp. = i. ex e 1 20 ‘) dx, (3.24) 








Letting w=(x,-V2A,)/o in (3.24), we get 


: : = 1-2[0 24) ai (3.25) 


Pp. = Wet pe 7 


Now, with V, = aV2A, and o= N/T. as previously, we obtain the probability of correct 


AY 





channel detection for MBOK from (3.25) as 


M/2-1 
1 fx a2 2E 
= e? |1-20O)} u+ s du 3.26 
ra elas | oF] oe 


From (3.26), the probability of correct channel detection for MBOK with FEC coding, 





expressed in terms of FE, / N,,, is 
iM. 
2 a2 2rmE, \|7 
=—— me, @* |1-2Q| ut+ |—— du 3:2] 
P= Be Nn Pa | of 1 WN, ] “ 
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Substituting (3.19) and (3.27) into (2.21), we obtain the probability of channel 
symbol error for MBOK with EED. The probability of block error is obtained by 
substituting (3.19), (3.27) and the results for p, into (2.24), repeated here: 


t n ; ee n —| ; we 
r=} 3( 7) 2 ; Jon ‘ (3.28) 
i=0 j=0 J 


Consequently, we can obtain the probability of symbol error and the probability 
of bit error for MBOK with (n, k) RS coding and EED in the presence of AWGN using 
(2.25) and (2.16), respectively. 


The performance for 32-BOK with a (31,15) RS code and EED in AWGN for 
different values of a is shown in Figure 7. From the Figure, we see that performance 


degrades for large values of a (a= 0.8). There is not much difference in performance for 


values of a less than 0.6. 


Since a=0 implies no EED, we conclude that there is no improvement in 
performance using EED for the alternative JTIDS/Link-16 waveform in the presence of 


AWGN. Instead, if a is too large, it degrades performance. 
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Figure 7. Performance of 32-BOK with (31,15) RS coding and EED for different values 
of ain the presence of AWGN. 


D. PERFORMANCE WITH ERRORS-AND-ERASURES DECODING IN 
AWGN AND PULSE-NOISE INTERFERENCE 


The probability of channel erasure with FEC and EED in the presence of PNI can 
be determined from (2.6), (2.8) and (3.16) in terms of E, as 
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+()/o| (i-a) | 2m || (14a) | Om (3.29) 
—N,+N, —N,+N, 
x [1-20 ames 
—N,+N, 
p 
As in (3.7), we express (3.29) in terms of ¢ and y, to get 
DP. =(1-p)| O((I-a) : j2rmy , )-o((1+a) ; j2rmy , )|[1-20(4, j2rmy , We Bais 


+(0)[0((1~2) me) -0l(1 +) me) [1-20 ome)" 


Similarly, we can also obtain the probability of correct channel detection from (2.6), (2.8) 
and (3.25) as either 





Mo 
1 po 2 2rmE 
=(1-—p),; —— 711-2 b 
P(E) Fla aS * | om N, ] " 


a (3.31) 


du 


or 


. M_ 
r= (-P aL yuan © [20(0+ ftom] 


2 Bn 
aes e? | 1-20(u + /2rmé )| ‘ a 


(3.32) 
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Substituting (3.32) and (3.30) into (2.21), we obtain the probability of channel symbol 
with EED. 

Consequently, we can obtain the probability of block error by substituting (2.21), 
(3.30) and (3.32) into (2.24). The average probability of symbol error as well as the 
probability of bit error is obtained from the probability of block error by taking the 
average of their upper bound and lower bound as expressed in (2.25) and (2.16), 
respectively. 

The performance of 32-BOK with (31,15) RS coding for different values of a 
where p=1 (E,/N,=6 dB) in the presence of AWGN and PNI is shown in Figure 8. 
We observe a = 0.2 and a = 0.4 provide almost the same performance at P, =10°, while 


a=0.6 gives slightly better performance. The worst performance occurs for a =0.8. 


Next, we investigate the performance of the alternative waveform with EED for 


different p when a=0.6. 
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Performance of 32-BOK with (31,15) RS coding and EED for p =1 and 


E,/N, =6 GB for different values of a. 


The performance of 32-BOK with (31,15) RS coding with EED in a PNI 


environment for various values of p with a=0.6 and E,/N, =6 dB is shown in Figure 


9. We observe that at P =10°, as p decreases, performance is degraded, but the 


degradation is limited to about 2 dB. 
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Figure 9. Performance of 32-BOK with (31,15) RS coding with EED in a PNI 
environment for a=0.6and E,/N, =6 dB. 


The performance for 32-BOK with (31,15) RS coding both with and without EED 
for E,/N, =6 dB and different values of p in the presence of AWGN and PNI is shown 


in Figure 10. At P, =10°, whenp=0.2 or 0.1, there is no improvement due to EED but 
a degradation of 0.1 to 0.5 dB. The only exception is when p=1, where we see that 


using EED performs slightly better, of 0.2 dB, than without EED. 
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Figure 10. Performance of 32-BOK with RS coding with and without EED with 
E,/N,=6 dB and a =0.6 for different p. 


Figure 11 is similar to Figure 10 except a=0.4. In this case, there is no 


difference in performance for different values of p with or without EED. 


We conclude that 32-BOK with (31,15) RS coding with EED does not 
significantly improve the performance of the waveform and may instead degrade 


performance for p <1. This results is somewhat surprising since EED has been shown to 


significantly reduce degradation due to PNI for waveforms with binary modulation and 


binary coding [13]. 
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Figure 11. Performance of 32-BOK with (31,15) RS coding with and without EED with 
E,/N,=6 dB and a=0.4 for different values of p. 


E. CHAPTER SUMMARY 


In this chapter, the performance of the alternative JTIDS/Link-16 waveform with 
no diversity (single-pulse structure) was investigated both with and without EED and for 
AWGN only as well as AWGN plus PNI. We saw that the waveform performs better in 
barrage noise interference than PNI. We also see that EED decoding does not 
substantially improve performance for the receiver when both AWGN and PNI are 
present. In Chapter IV, we investigate the performance of the alternative JTIDS/Link-16 


waveform with a diversity of two (double-pulse structure). 
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IV. PERFORMANCE OF THE ALTERNATIVE JTIDS/LINK-16 
WAVEFORM WITH DIVERSITY TWO (DOUBLE-PULSE 
STRUCTURE) 


In this chapter, we investigate the performance of the alternative JTIDS/Link-16 
waveform with a diversity of two (double-pulse structure). Diversity is widely used when 
the channel is susceptible to PNI and/or fading. Diversity improves the performance of 


the system by providing transmission redundancy. 


A. PERFORMANCE IN AWGN WITH A DIVERSITY OF TWO 


The probability of channel symbol error for MBOK is given in (2.5). As 
discussed earlier, JTIDS/Link-16 employs diversity in its pulse structure to obtain 
improved performance. The double-pulse structure improves the performance of the 
system while the single-pulse structure allows for higher throughput. In Chapter III, we 
analyzed the performance of the alternative JTIDS/Link-16 waveform based on the 
single-pulse structure. In this chapter, we investigate the performance of the alternative 


waveform for the double-pulse structure. 


Since the received energy per bit is L times the average received energy per chip, 
E, =LE., the modified expression for p, with diversity can be obtained from (3.2). 
With the double-pulse structure, giving a diversity of two (L=2), the received energy 
per bit is the combination of two chip’s energy, giving twice the energy per symbol 
received. Hence, the probability of channel symbol error for MBOK with (n, k) RS 


coding having a diversity of L in terms of chip energy is 


1 t 2LrmE, 


ee 200 x 2m, a? (4.1) 


0 


p, =1-=—= 
21 —J2LrmE,/ No 


where E. is the average energy per chip and soft decision demodulation is assumed. 


Since L = 2, (4.1) simplifies to 
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M 

—-]1 
an ae ee) 

p, =1-—= J | 2p% ma) . ~ 
V2m _ teTN, “ 


We can obtain the probability of information symbol error and information bit 
error using (3.4) and (2.16), repeated here for convenience: 


n nN ; a 
am 5]. Gany" (4.3) 


n j=tt+l J 


P -(4*)p (4.4) 


2m 
By comparing (3.2) and (4.2), we see that diversity gives a 3 dB improvement in 
performance as compared to no diversity in terms of average energy per chip. The 


improvement is shown in Figure 12. The difference in the required E/N, between the 


double-pulse and the single-pulse is 3 dB at P, =10° in AWGN. 
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Figure 12. Performance of 32-BOK with (31,15) RS coding for both the single-pulse and 
the double-pulse structure in AWGN. 
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B. PERFORMANCE IN AWGN AND PNI WITH A DIVERSITY OF TWO 


For a channel with PNI in addition to AWGN, the probability of channel symbol 


error for a diversity of two is given by 


2(2) , aa 
r= Fo 0-0 Pchip O) (4.5) 


where p,,,,(i) 1s the conditional probability of channel chip error given that i chips 


experience PNI. 


The conditional probability density functions for the random variables X,, where 


m? 


m=1,2,...,M /2, that represent the decision variables obtained by soft combining of the 


integrator outputs are given by 


l -(2, -2V2A,) 














i)= fe <M/2, 4.6 
Fe. ea | m,i) ae (i exp 262 (i) or m (4.6) 
1 —(%, +2V2A, f / 
i)= M/2+l<m<M, (4.7 
ta ae i 
and 
Fy, (4, |n, n#m;i)= : exp ye (4.8) 
: /2n0,, (i) 20, (7) 
where 
9, (i) = io; +(2-i)o4 (4.9) 
and 
6; =O, +65. (4.10) 


With 05 = N,/rT, and o; = N,/prT., and substituting (4.10) into (4.9), we have 





wey ea (4.11) 


Comparing (4.6) — (4.11) to (2.2) — (2.4), we can adapt (2.5) to obtain the probability 


of channel chip error as 
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{x1-2V24.)° 


Fe ee a pe fe 4.12 
Po ip (1) Rea O( >| x ( ) 


On ( 














oe 
2 
Penip (4) ie i e° du (4.13) 
LAIN 


The conditional probability of channel chip error with coding and expressed in terms of 











chip energy is given by 
al 
“ 1 * us, 
Pep (i) =1- = J e®|1-20] u+2 du (4.14) 
2rmE, 
= 'N,+2N, 
which can be expressed by 
ee | 
pa ia et du (4.15) 
chip J2n 
=) 2rm 
ay '+2y;," 





where y,=E./N,, y,=£,/N,, and (4.15) is substituted into (4.5) to obtain the 


probability of channel symbol error. The probability of information symbol error for 32- 
BOK with (31,15) RS coding and a diversity of two is obtained by substituting (4.5) into 
(4.3). 


The performance for different values of p with E./N,= 2.4 dB is shown in 
Figure 13. The E,/N, is chosen to be 2.4 dB since this yields P =10 ‘at 


E./N,=25 dB. We see that varying p does not degrade the performance of the receiver 


36 


significantly as compared to barrage jamming (p=1). At PB =10°, degradation due to 
PNI is only about 1 dB, and very small p (p=0.02) results in better performance as 


compared to larger p. 
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Figure 13. Performance of 32-BOK with (31,15) RS coding and the double-pulse 
structure for different p with E/N, =2.4 dB. 


In Figure 14, E./N,=3 dB and performance approaches 10° at E,/N, =25 dB. 


In this case, degradation due to PNI increases to about 2 dB, but absolute performance 


improves by about 2.5 dB. 
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Figure 14. Performance of 32-BOK with (31,15) RS coding and the double-pulse 
structure for different p with E/N, =3 dB. 


In Figure 15, we compare the performance for receivers both with and without 


diversity where the probability of bit error approaches E/N, =25 dB. For the receiver 
without diversity, E,/N, = 5.4 dB for an asymptotic limit of 10°’ while with diversity, 
E/N, is 3 dB less. The difference in performance between the waveforms with and 


without diversity is about 3 dB for both p=1 and 0.1 at PB =10°. 
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Figure 15. Performance of 32-BOK with (31,15) RS coding for both the double-pulse 
structure (E, / N, = 2.4 dB) and the single-pulse structure ( E, / N, =5.4 dB). 


C. PERFORMANCE IN AWGN AND PNI WITH A DIVERSITY OF TWO 
AND EED 


The probability of bit error with EED can be obtained using similar approach as 
that with no diversity. We first obtain the probability of correct channel detection and the 


probability of channel erasure to obtain the probability of channel symbol error. 


Recall from (3.12) that the probability of channel erasure is 


ie [. fa, (% 11) dx, |) [. Fe, (X3[ldx, i (4.16) 


From (4.6), (4.7), (4.8) and (4.16), the conditional probability of channel erasure given 


that i diversity receptions experience PNI is 
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(4.17) 





which can be evaluated to obtain 


r.0-|o{ MAY.) of MA I of ral (4.18) 
¢,() 3,0) 3,0) 





Defining V, =a (2V24. } where 0<a<1 , and with (4.11), we obtain 





(4.19) 


(4.20) 





where p represents the fraction of time the channel is affected by PNI, 7 is the code rate 


and E. is the chip energy. 
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The probability of channel erasure for the double-pulse structure with EED is obtained by 


substituting (4.20) into (4.5): 








(4.21) 


Similarly, we can obtain the conditional probability of correct channel detection from 


(4.6), (4.7), (4.8) and (3.22) given that i diversity receptions experience PNI as 











which can be partially evaluated to obtain 


oct ; -(-2v34,) c | ‘ ia 
p.( =f, ORG. (i) p ena) 1-20 a (i) dx, 





Letting u =(x,- 2/24, )/o,,(i) in (4.23), we get 





4] 


(4.22) 


(4.23) 


(4.24) 


Now, with V, = a(2V24, ) and with (4.11), we obtain the conditional probability of 


correct channel detection for MBOK with FEC coding expressed in terms of E,/N, 


given that i diversity receptions experience PNI as 


M/2-1 





Substituting (4.25) into (4.5), we obtain the probability of correct channel detection for 
the double-pulse structure with EED as 








2? )ing 2-i 
p.=)) _ |p’ (l-p) 
i=0\ 1 
M/2-1 
(4.26) 
eas {" ef |1-20| u+2 du 
lon -(I-a)2 ames 
—112N, 
Thus, we have the probability of channel symbol error with EED as 
P, =|-P,-P, (4.27) 


Using the results of p,,p, and p,, we obtain the probability of block error as 
t (N\  4mig=l-2ifn-i) 
P, =1- 3 Jo Dell wep (4.28) 
i=0\ i j=0 J 


and the probability of information symbol error and bit error can be obtained using (2.25) 


and (2.16), respectively. 


The results for 32-BOK with (31,15) RS coding and EED and a diversity of two 


in PNI for different values of a are shown in Figure 16 and Figure 17 where E/N, is 
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2.5 dB and 15 dB, respectively. We see that there is not much difference in performance 
for 0.4<a<0.7. However, performance degrades for a>0.7. This is expected since 
when a reaches a large value, many more received symbols are erased, overwhelming 


the erasure correction capability of the RS code. We use a = 0.6 for subsequent analysis. 
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Figure 16. Performance of 32-BOK with (31,15) RS coding and EED for the double- 
pulse structure with p=0.5 and E./ N, =2.5 dB for different values of a. 
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Figure 17. Performance of 32-BOK with (31,15) RS coding and EED for the double- 
pulse structure with p=0.5 and E,/N,=15 dB for different values of a. 


In Figure 18, we see the performance of 32-BOK with (31,15) RS coding, EED, 
and a diversity of two for a=0.6 for different values of p (E,/N,=2.5 dB). At 
P,=10°, there is about 1.3 dB difference in E,/N, between the best and the worst 
performance, with the best performance when p=1 (E,/N,= 9.9 dB) and the worst 
performance when p=0.1 (E,/N,=11.2 dB). The difference in performance is more 
obvious as E/N, increases. This can be seen from Figure 19 for which E/N, =15 dB. 
At P, =10°, the difference between the best performance, for which p=1 (E,/N,=2.1 


dB), and worst performance, for which p=0.1 (E,/N,=5.9 dB), is 3.8 dB. 
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From Figure 18 and Figure 19, while there is an improvement in absolute 


performance for the larger E,/N,, there is also a significant increase in the relative 


performance gap between p =1 and p=0.1. 
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Figure 18. Performance of 32-BOK with (31,15) RS coding and EED 
(E,/N, =2.5 dB, a=0.6) for the double-pulse structure. 


45 





























10 
p=l 
p=0.4 
2 ——— p=0.3 
10 Ss ——_ p=0.2 
10° , 1 
F, 
10 Ne 
10° 
19° : ——-——! 
0 1 2 3 4 5 6 7 8 9 10 
E./N, (dB) 
Figure 19. Performance of 32-BOK with (31,15) RS coding and EED 


(E, /N, =15 dB, a= 0.6) for the double-pulse structure. 


In Figure 20, we compare the performance for 32-BOK with (31,15) RS coding 
and EED, both with and without diversity, for the case of an asymptotic convergence to 


10°’. As expected, at P, =10~, we see that there is about 3 dB difference in performance 


between the two curves. This 3 dB improvement is due to the double-pulse advantage. 
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Figure 20. Performance of 32-BOK with (31,15) RS coding, EED, a =0.6, for p=1 for 
the double-pulse (Z, / N, =2.5 dB) and the single-pulse structure 
(E,/N, =5.5 dB). 


The performance of 32-BOK with (31,15) RS coding both with and without EED 
for E,./N, =2.5 and 15 dB are show in Figure 21 and Figure 22, respectively. In Figure 
21, at PR =10°, for each p, the difference in performance between errors-only decoding 
and EED is less than 0.5 dB. In Figure 22, with E/N, increased to 15 dB, we observe 


no difference in performance between EED and errors-only decoding. There is no benefit 
to EED as compared to errors-only decoding for the double-pulse structure (which is also 


the case for the single-pulse structure). 
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Figure 21. Performance of 32-BOK with (31,15) RS coding with and without EED with 
E/N, =2.5 dB and a=0.6 for different values of p. 
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Figure 22. Performance of 32-BOK with (31,15) RS coding with and without EED with 
E/N, =15 dB and a=0.6 for different values of p. 


D. PERFORMANCE WITH PERFECT-SIDE INFORMATION IN AWGN 
AND PNI 


We have the conditional probability of channel chip error in (4.15) and the 
probability of channel symbol error with no diversity in (2.5). When only one diversity 
reception is affected by PNI, the decoding decision is based on the diversity receptiom 
that is free from PNI. From (2.5), (4.15) and (2.11), the probability of channel symbol 


error with a diversity of two is 


P.=(1-p) p,(0)+p” p, (2)+2p, (1) (4.29) 
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where p, (0) is the conditional probability of channel symbol error when PNI is not 


present in either diversity reception and is expressed as 


p,(0)=1-— fe #1. 20(u+ ee ii du. (4.30) 
Tl 4rmE, 0 


No 


The conditional probability of channel symbol error when only one of the 


diversity receptions suffers PNI (and is discarded) is 


1 ° 2rmE, = 
p, (1)=1-—— } 1-20(u+ jee ‘)| du (4.31) 
—— A No ii 


Finally, the conditional probability of channel symbol error when both diversity 


receptions suffer PNI is given by 








The performance of 32-BOK with (31,15) RS coding with and without PSI is 
shown in Figure 23. When p=1, as expected, there is no difference in performance 
whether PSI is used or not, which makes sense since the channel is experiencing barrage 
noise jamming. For P, =10°, p=0.2, E,/N,=6.7 dB and E,/N,= 13.2 dB is required 
for the waveform with and without PSI decoding, respectively. Thus, there is a gain of 
6.5 dB with PSI. This is a significant improvement in performance. There is no benefit to 
PSI when p=1, which corresponds to barrage noise jamming. Hence, PSI forces a 


jammer to adapt a barrage jamming strategy. 
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Figure 23. Performance for 32-BOK with (31,15) RS coding with and without PSI for 
different p (E/N, =2.5 dB). 


E. CHAPTER SUMMARY 


In this chapter, the performance of the alternative JTIDS/Link-16 waveform with 
a diversity of two (double-pulse structure) was investigated both with and without EED 
and for AWGN only as well as AWGN plus PNI. We saw that the waveform performs 
better when p=1 (barrage noise interference) than p <1. We also see that EED decoding 
does not substantially improve performance for the receiver when both AWGN and PNI 
are present. We also analyzed the performance of the waveform with PSI, and the results 
show a significant improvement in performance for a channel with AWGN with PNI. In 
Chapter V, we compare the performance of the alternative JTIDS/Link-16 waveform and 


the JTIDS/Link-16 waveform for different channels and pulse structures. 


a1 
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Vv. COMPARISON OF THE JTIDS/LINK-16 WAVEFORM AND 
THE ALTERNATIVE JTIDS/LINK-16 WAVEFORM 


In Chapter IV, we analyzed the performance of 32-BOK with (31,15) RS coding 
waveform, herein known as the alternative JTIDS/Link-16 waveform, using a double- 
pulse structure. We considered errors-only decoding as well as EED. In this chapter, we 
compare the performance of the alternative JTIDS/Link-16 waveform with the original 
JTIDS/Link-16 waveform. Detailed analysis of JTIDS can be found in [7]. Results from 
[7] are used to obtain the performance of the original JTIDS/Link-16 waveform, which is 
compared to the proposed alternative JTIDS/Link-16 waveform. 


A. COMPARSION OF JTIDS/LINK-16 AND THE ALTERNATIVE 
JTIDS/LINK-16 WAVEFROM, SINGLE-PULSE STRUCTURE 


In this section, we compare the performance of the alternative JTIDS/Link-16 
waveform with the existing JTIDS/Link-16 waveform for the single-pulse structure. Both 
AWGN and AWGN with PNI are considered. In addition, we also compare the 
performance when both waveforms use EED. The performance of the alternative 


waveform with PSI compared to JTIDS/Link-16 waveform with EED is also shown. 


1. Comparison for AWGN 

The probability of information bit error for both the alternative JTIDS/Link-16 
waveform and the JTIDS/Link-16 waveform in AWGN is shown in Figure 24. At 
P,=10°, E,/N,=3.8dB and E,/N,=6.1dB for the alternative JTIDS/Link-16 
waveform and JTIDS/Link-16 waveform, respectively. This yields a 2.3 dB gain for the 
proposed waveform over the JTIDS/Link-16 waveform in AWGN. Similarly, at 
P,=10°, there is a 2.3 dB gain for the alternative JTIDS/Link-16 waveform over the 
JTIDS/Link-16 waveform, with E,/N,=4.7 dB and E,/N,=7.0 dB required for the 


alternative waveform and the JTIDS/Link-16 waveform, respectively. 
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Figure 24. Performance of 32-BOK with (31,15) RS coding and JTIDS/Link-16 in 
AWGN. 


Zs Comparison in AWGN and PNI 


The probability of information bit error for the JTIDS/Link-16 and the alternative 
JTIDS/Link-16 waveform in AWGN and PNI is shown in Figure 25 for different values 


of p. For the plots to approach 10°’, the E,/N, required for the alternative waveform is 


5.5 dB, while the E,/N, required for the JTIDS waveform is 7.6 dB. This gives a 


difference of 2.1 dB for both curves to approach P, =10 at E,/N,=25 GB. 


At P, =10°, p=1, the difference in E, / N, between the alternative JTIDS/Link- 


16 waveform (E, / N,= 12.7 dB) and the JTIDS/Link-16 waveform (E, / N,= 15.1 dB) is 
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2.4 dB. Similarly, for p=0.2 and 0.1, the difference in E,/N, between the alternative 
JTIDS/Link-16 waveform (E,/N,= 13.5 dB) and the JTIDS waveform (E,/N,= 16.2 
dB) is about 2.7 dB. 

From the above, we see that the alternative JTIDS/Link-16 waveform performs 
better than the JTIDS/Link-16 waveform with an improvement of about 2.4 dB to 2.7 dB 
at P, =10° when both waveform convergence to P,=10’ at E,/N,= 25 dB for the 


single-pulse structure. Clearly, the JTIDS/Link-16 waveform would have a substantially 


inferior performance if the two waveforms were compared on an equal E, / N, basis. 
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Figure 25. Performance of 32-BOK with (31,15) RS coding (E, / N, =5.5 dB) and 
JTIDS waveform (E, / N, = 7.6 dB) for different values of p. 


a 


2 Performance Using EED in AWGN and PNI 

The performance of the alternative JTIDS/Link-16 waveform (a=0.6, 
E,,/N,=5.5 dB) and the JTIDS/Link-16 waveform (threshold=14, E,/N, =7.3 dB) is 
compared in Figure 26, which plots convergence to P, =10°’at E,/N,= 25 dB. For the 
alternative JTIDS/Link-16 waveform to converge to P,=10", E,/N,= 5.5 dB is 
required as compared to E,/N, =7.3 dB for the JTIDS/Link-16 waveform for a 
difference of 1.8 dB. 
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Figure 26. Performance of the alternative JTIDS/LINK-16 waveform (a =0.6, 
E,,/ N,=5.5 dB) and the JTIDS/Link-16 waveform with EED (threshold=14, 


E,/N, =7.3 dB) for different values of p. 


For p=1, we see that the alternative waveform is superior to the JTIDS/Link-16 


waveform for all values of E,/N, until they converge at P, =10. There is a gain of 1.5 
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dB using the alternative JTIDS/Link-16 waveform for p=1 at P, =10°. For p= 0.2, the 
JTIDS/Link-16 waveform performs better than the alternative waveform for E,/N,< 
12.5 dB. For p=0.1, the JTIDS/Link-16 waveform performs better than the alternative 
JTIDS/Link-16 waveform for E,/N,< 16.5 dB. The alternative JTIDS/Link-16 
waveform performs better than the existing JTIDS/Link-16 waveform for larger p and 
increasing E,/N,. Another conclusion is that, while EED was shown in a previous 
section not to improve performance for the alternative waveform, this is not the case for 
the existing JTIDS/Link-16 waveform. 

We examine both the alternative waveform and the JTIDS/Link-16 waveform 
when E,/N,=7.3 dB for p=l and 0.5 in Figure 27. At P =10°, the alternative 


waveform is superior to the JTIDS/Link-16 waveform with a gain of 6.5 dB and 5.5 dB 


for p= 1 and 0.5, respectively. The alternative waveform performs much better than the 


existing JTIDS/Link-16 waveform when E, /N, is the same for both. 
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Figure 27. Performance of the alternative JTIDS/Link-16 waveform (a= 0.6) and the 
JTIDS/Link-16 waveform (threshold=14) with EED at E,/N, =7.3 dB for p=1 
and 0.5. 
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B. COMPARSION OF THE JTIDS/LINK-16 AND THE ALTERNATIVE 
JTIDS/LINK-16 WAVEFROM, DOUBLE-PULSE STRUCTURE 


In this section, we compare the performance between the alternative JTIDS/Link- 
16 waveform and the original JTIDS/Link-16 waveform for the double-pulse structure. 
The analyses consider both AWGN only and AWGN plus PNI. In addition, we compare 


performance when both waveforms use EED. 


1. Comparison in AWGN 

The probability of information bit error for the alternative JTIDS/Link-16 
waveform and the JTIDS/Link-16 waveform in AWGN for the double-pulse structure is 
shown in Figure 28. At P. =10°, E,/N, =1.7 dB and E,/N, =4 dB for the alternative 


JTIDS/Link-16 waveform and the existing JTIDS/Link-16 waveform, respectively. This 
gives a 2.3 dB gain for the proposed JTIDS/Link-16 waveform as compared to the 
JTIDS/Link-16 waveform. 
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Figure 28. Performance of the alternative JTIDS/Link-16 waveform and the JTIDS 
waveform for the double-pulse structure. 


From Figure 24, for the single-pulse structure and P,=10~, the alternative 
JTIDS/Link-16 waveform requires E,/N,=4.7 dB. As a result, there is only a 0.7 dB 


advantage of the double-pulse JTIDS/Link-16 waveform over the single-pulse alternative 
JTIDS/Link-16 waveform. 


Zs Performance Comparison in AWGN and PNI 


The probability of bit error for the JTIDS/Link-16 and the alternative 
JTIDS/Link-16 waveform for the double-pulse structure in both AWGN and PNI is 
shown in Figure 29. We consider the case where the performance converges to 10°’ for 


p= 1, 0.2 and 0.1. For the graph to approach P,=10~", the alternative waveform requires 
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E/N, = 2.4 dB, while the JTIDS/Link-16 waveform requires E/N, = 4.5 dB. This 


gives a 2.1 dB gain for the alternative JTIDS/Link-16 waveform as compared to the 
JTIDS/Link-16 waveform. 
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Figure 29. Performance of the alternative JTIDS/Link-16 waveform (E.,/ N, = 2.4 dB) 
and the JTIDS/Link-16 waveform ( E, / N, =4.5 dB) for the double-pulse 
structure. 


At P,=10°, p=1, the difference in E,/N, between the alternative JTIDS/Link- 
16 waveform (E../N,= 10.2 dB) and the JTIDS/Link-16 waveform (E,/N,= 12 dB) is 
1.8 dB, while for p =0.1, the JTIDS/Link-16 waveform has a gain of 2.4 dB over the 
alternative waveform. For E,/N,> 17 dB, there is no difference in performance between 
the waveforms. For p=0.2, when E./N,< 11 dB, the JTIDS/Link-16 waveform 


performs better than the alternative waveform, and we see no significant difference in 
performance between the two waveforms for E./N,> 11 dB. 
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3. Performance with EED in AWGN and PNI 

The performance of the alternative JTIDS/Link-16 waveform (a=0.6, E./N,= 
2.5 dB) and the JTIDS/Link-16 waveform (threshold = 14, E,/N, = 4.4 dB) for the 
double-pulse structure, where the results all converge to P, =10°', are shown in Figure 
30. For the alternative JTIDS/Link-16 waveform to converge to P,=10', E,/N,=2.5 
dB is required as compared to E/N, = 4.4 dB for the JTIDS/Link-16 waveform. The 
difference is 1.9 dB. At P, =10° dB, the difference in gain between the alternative 


JTIDS waveform and the JTIDS/Link-16 waveform is less than 1 dB. 
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Figure 30. Performance of the alternative JTIDS/LINK-16 waveform (a =0.6, 
E_/ N,=2.5 dB) and the JTIDS/Link-16 waveform (threshold=14, E/N, =4.4 


dB) with EED. 
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The alternative JTIDS/Link-16 waveform consistently outperforms the 


JTIDS/Link-16 waveform for all values of E./N, for p=1 until the results converge at 
P,=10’. There is a difference of 1.4 dB between the performance of the two 
waveforms at P,=10° for p=l. However, for p=0.2 and 0.1, the JTIDS/Link-16 
waveform outperform the alternative waveform. This is because EED does not provide an 
improvement in performance for 32-BOK with RS coding (as shown in Chapter III and 
IV for the single-pulse and the double-pulse structure, respectively), while there is 
improvement in performance for the JTIDS/Link-16 waveform with EED [7]. 

In Figure 31, the case for the alternative waveform and the JTIDS/Link-16 
waveform, both with E,/N,=4.4 dB for p=1 and 0.5, is examined. At P, =10°, the 


alternative waveform is superior to the JTIDS/Link-16 waveform with a gain of 6.3 dB 


and 5.5 dB for p= 1 and 0.5, respectively. The alternative waveform outperforms the 
existing JTIDS/Link-16 waveform when both have the same E,/N, regardless of 


E,/N,. 
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Figure 31. Performance of the alternative JTIDS/Link-16 waveform (a= 0.6) and the 
JTIDS/Link-16 waveform (threshold=14) with EED at E/N, =4.4 dB. 


4. Performance with PSI in AWGN and PNI 


The performance for the alternative JTIDS/Link-16 waveform with PSI is 
compared with that obtained for the JTIDS/Link-16 waveform with EED in Figure 32. 
We see that the alternative waveform with PSI performs better than the existing 
JTIDS/Link-16 waveform for all values of p. At P, =10°, p= 0.2 and 1, there is an 
improvement of 5.8 dB and 1.4 dB, respectively, for the alternative JTIDS/Link-16 
waveform over the JTIDS/Link-16 waveform. The improvement is only 1.4 dB for p= 1 


but 5.8 dB for p= 0.2 since there is no benefit to PSI when p= 1. 
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Figure 32. Performance for the alternative JTIDS/Link-16 (PSI, E, / N,= 2.5 dB) and 
the JTIDS/Link-16 waveform (EED, threshold=14, E/N, = 4.3 dB). 


C. CHAPTER SUMMARY 


In this chapter, we compared the performance of the alternative JTIDS/Link-16 
waveform and the JTIDS/Link-16 waveform for a channel with AWGN as well as PNI 
and with different pulse structures (single-pulse and double-pulse structure). In addition, 
we compared the performance of the alternative waveform with PSI in an AWGN plus 
PNI environment. The result shows a significant improvement over the JTIDS/Link-16 


waveform for p< 1. In the next chapter, we summarize the findings of this thesis. 
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VI. CONCLUSIONS AND FUTURE RESEARCH AREAS 


A. CONCLUSIONS 


This thesis presents an alternative JTIDS/Link-16 waveform, 32-BOK with 
(31,15) RS coding, to the JTIDS/Link-16 waveform. We first analyzed the performance 
of the proposed waveform and subsequently compared its performance with the existing 
JTIDS/Link-16 waveform for both errors-and-erasure and errors-only decoding, with and 
without diversity, both in AWGN as well as PNI channel. In addition, we also considered 


the efficacy of PSI. 


Based on the results obtained, we see that 32-BOK with (31,15) RS coding 
performs better than the existing JTIDS waveform in AWGN. In an AWGN plus PNI 
channel, the alternative waveform outperforms the JTIDS/Link-16 in barrage noise 


interference (p= 1) both with and without EED. When the channel has PNI and p<1, 
using EED and with both waveforms asymptotically approaching P, =10 for large 
E,/N,, the alternative waveform does not outperform the JTIDS/Link-16 waveform; 


however, this is at the expense of the JTIDS/Link-16 waveform requiring a higher 
E/N, than the alternative JTIDS/Link-16 waveform. When the waveforms both have 


the same E./WN,, the alternative JTIDS/Link-16 clearly outperforms the JTIDS/Link-16 


waveform by more than 5 dB for both single-pulse and double-pulse structures (at 


PEI), 


We also found no benefit to EED for the alternative waveform since there is 
virtually no improvement in performance as compared to errors-only decoding. This 
result is rather surprising since EED usually improves the performance of a waveform 
when PNI is present. We have also shown that PSI provides a significant improvement in 


performance in an AWGN plus PNI environment. 
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B. FUTURE RESEARCH AREAS 


We have examined an alternative JTIDS/Link-16 waveform that consists of 32- 
BOK with (31,15) RS coding and provides an improvement over the existing 
JTIDS/Link-16 waveform. One possible follow-on research area would be to analyze the 
alternative waveform for a fading channel. In addition, the performance for this 
waveform may be further improved using concatenated code. A possible candidate for a 
concatenated code is a RS code as the outer code and a non-binary convolutional code as 
the inner code. Finally, if 64-BOK is used, not only should performance improve while 
continuing to have 32 chips per channel symbol, but each symbol will now have a parity 


bit associated with it that may be able to be used to improve performance. 
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